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MAXILITE

PLUS

INTERIOR

MAXILITE Plus Emulsion Paint
is specially recommended for
housing schemes where economy

is important.
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Cat emulsi MAXILITE Plus disyorkan untuk
projek perumahan yang mengutamakan

ekonomi.
Moonshadow 10308 Bluemoon
Matura 13272 Sweetdreams
Fields 13274 Vanity
Crystal 11245 Carnival

11246

11422

14196

14139

Nectar

Peach Melody

Vanilla

Woodchip

Colours shown are as close to actual colours as modern printing techniques allow

17073

17130

16367

12394




AND Extesrior EMULSION PAINT

____________ — AVAILABLE IN INTERIOR

Oyster Grey 10743 Pinang Green * 13592 Cranberry % & 14519

Greenville 13570 Foresl * 13441 Earth % 12544

Jeans 11651 Blue Impiana * & 11693 Eggshell * 16366

Candy 14536 Blue Waves * 8 11694 Amber Glow * £ 17126

Romarnce 14505 Pink Blush * 14559 Orange Crush * B3 171271

Crimson 12660 Prosperity * 14668 Tropical Orange * B3 17128
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Mango Gold * B3 16594
Sunray * 16593
Butterfly Yellow * &3 16532
Toflee Cream 12649
Honeywoods 12648

Also available - 7R & F = Juga terdapat

White « B1€ » Warna Putin
A * Black - 2 & - Warna Hitam
Motes « S « Nola :
* 1L &7L packs only =
BE—5+t/A#3 - Pek 1L & 7L sahaja
@ Special Price « 541 2 « Harga Istimewa
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——— AVAILABLE IN INTERIOR AND

Polo

Sweetcorn

Linen

Beechwood

13273
13273

16223
16223 E

12393
12393 E

12236
12236 E

Springfield

Sunflower

Rebung

Early Dawn

13395
13395 E

16180
16180 E

16292
16292 E

14342
14342 E

Warna yang tertera adalah hampir kepada warna sebenar setakat mana yang dibenarkan oleh teknik pencetakan moden
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Absolute Coverage With
Quality Finishing

Suitable for all interior and exterior masonry surface
including brickwork, plaster, cement, asbestos and soft
wall-boards.

Maxilite Plus delivers absolute coverage with quality
finishing. It provides durable and attractive smooth
finishing for interior or exterior walls.

With the added protection from algae and fungus,
Maxilite Plus is the recommended choice for housing
schemes where economy is important.

To achieve excellent protection for external masonry
surface, use Dulux Weathershield which protects
exterior masonry surfaces for 5 years.
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Liputan Mutlak Dengan Kemasan Berkualiti

la sesuai untuk sebarang bangunan permukaan dalaman
dan luaran termasuk binaan bata, plaster, simen, asbestos,
papan dinding keras atau lembut.

Maxilite Plus memberi liputan lengkap yang berkualiti. la
memberikan kemasan yang halus, menarik dan tahan lama.

Dengan perlindungan daripada alga dan fungi, Maxilite
Plus adalah pilihan yang disyorkan bagi skim perumahan
yang mengutamakan ekonomi.

Untuk perlindungan sempurna bagi
permukaan bata luar, gunakan
Dulux Weathershield yang akan
melindungi semua permukaan luar
selama 5 tahun.

Available in 1 litre,
7 litre and 18 litre

#5—-t5

+ AL FH %

Boleh didapati
dalam 1 liter, 7 liter
dan 18 liter
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SURFACE PREPARATION
RELE
MENYEDIAKAN PREMUKAAN

s o °, * | Rub down thoroughly with suitable

o/ ONe-| abrasive paper.
S ENEABRERYEETED -

> Gosok dengan kerfas kasar yang sesuai.

e Clean the surface.

'g FELABRETS -
% Bersihkan permukaan.

Paint with a coat of Dulux Alkali
Resisting Wall Sealer (A931-18177)

# _E Dulux Alkali Resisting Wall Sealer
(A931-18177)

Cat permukaan dengan Dulux Alkali
Resisting Wall Sealer (A931-18177)

DIRECTION FOR USE « F§ 75 « CARA MENGGUNA

APPLICATION METHOD COVERAGE
Brush and roll on method. 10 - 11 m square/litre.
ERAZE EEX
ERIRES - 27 10-11

FAS
CARA e SR
MENGGUNAKANNYA LIPUTAN »
Berus dan gelekkan 10 -11 m persegi/liter.
mengikut kaedah.

{
HOURS BEFORE RECOAT CLEANING
1-2 hours. Clean applicators
ENRANE with water.
1-2/0NE - Bk
JAM SEBELUM REKRFRR -
MENGECAT SEMULA MENCUCI
1-2 jam. Cuci peralatan dengan air.
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Exterior only available
in 18 litre

Sh 15 5!. Bi &1
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Exterior han__va boleh
didapati dalam 18 liter



@ Paints

ICI Paints (Malaysia) Sdn Bhd (3393.v)
Lot 5827 Kawasan Perindustrian Nilai, P.O. Box 30,
Pejabat Pos Nilai, 71800 Nilai, Negeri Sembilan, Malaysia.
Tel: (606) 799 4200 Fax: (606) 799 4225




